TECHNICAL DOCUMENT

RLT-500

TWIN ROPE ELECTRIC WINCH SYSTEM

MAX LOAD: 500 kg (1102 Ibs)
MAX LOWERING DISTANCE: 10 m (32.8’)

+44 (0)1246 811 475 sales@pennyhydraulics.com www.pennyhydraulics.com



Penny Hydraulics Ltd
Technical Document —RLT-500
Twin Rope Electric Winch System
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PH_RL_TD_002

System overview

Automatic cable retraction reel

Wire rope and power cable drop point

Twin 6 mm wire ropes

3 core power cable

Winch assembly (to load)

Load attachment
/sprung ceiling rose

VWired controller

Controller socket

Control box
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Twin Rope Electric Winch System

Min/max layout distances

Control Box: can be mounted seperate
from the rest of the system.

Mounted within a 20 m (65' 7") (181"
wire length from system.

..‘

Wired controller: 3 m (9' 10") long
cable fixed into the control box.

300
(11.61")
=

2000 MAX 4500 MAX

1000 MIN 1910 MIN r
(6" 6.74" MAX) (14' 9.17" MAX)
(3' 3.37" MIN) (6'3.20" MIN)

Wire rope and power cable drop point E ¥
i I
Winch assembly S |
647 '
(2' 1.47)
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Electric winch dimensions

Mass: 92 kg (203 lbs)

(2' 4.98")
I

348
(1 1.70")
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Twin Rope Electric Winch System

Drop pulley assembly dimensions

Mass: 16 kg (35 Ibs)
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Penny Hydraulics Ltd Penny

Automatic cable retraction reel dimensions

Mass: 46 kg (102 Ibs)

337
(13.37")

649
(2'1.55")

514
(1'8.24")
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Load attachment detail

Mass: 11 kg (25 lbs)

@200 hole
required in ceiling\

.

Ceiling

Chandelier Attachment D Shackle

Visible plate undercoat painted to allow easy customisation.
There is the opportunity to mount decorative ceiling rose
onto this plate by drilling and tapping.

Permissable maximum additional mass of 5 kg.
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Penny Hydraulics Ltd
Twin Rope Electric Winch System

Mounting dimensions

Cable Reel Mounting Pulley Assembly Mounting Winch Assembly Mounting
4 x M10 fasteners 4 x M12 fasteners 6 x M12 fasteners
Cable Reel Mass: 46 kg (102 |bs) Pulley Assembly Mass: 16 kg (35 Ibs) Winch Assembly Mass: 92 kg (203 |bs)
210
(8.27")
O O
160 ~
(5.63") § g
34 o o |
(1' 0.36") . p ~
O O | T -~
o) 458 B "e
(o]
é} O)
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System loadings

Maximum Loading Produced
Includes: proof operation loading of 25% over SWL and self weight

980 N
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Twin Rope Electric Winch System

Penny Hydraulics Ltd
Technical Document — RLT-500 \ Penny ‘ '

Winch system technical specifications

WEVTnUT NGEE 500 kg (1102 Ibs)
Maximum lowering distance RN NEPAR:M]
W EV T NI R T R R [ F-Tc M 3-core, 15 A per core
VAT Yo SV O 0 W e Lo LWL T IR a1 E3 13 A 240 V single phase, 50 Hz (USA — 13 A, 120 V single phase, 60 Hz)
ST NG ISl 950 x 800 x 570 mm (37.4” x 31.4” x 22.4”)

TSIV 234 kg (516 |bs)
No of automatic stop positions

CETS AN -4 -0l 1.65 m/min (5.4 ft/min)
CULLGIGT-GIS- Lift operating when loaded below 46 dB(A)

COLLITT-ANGLEN Soft start/stop
(BB ENELT HUTG TERIM Internal use only
(o] (IR Wired remote control (standard), radio wireless system (optional)

()11 {s)a 11 11a"A The Supply of Machinery (Safety) Regulations 1998
BS 7906-1 Category B

BS EN I1SO 12100:2010 Safety of Machinery — General principles for design — Risk assessment and risk reduction
2014/30/EU Electromagnetic Compatibility Directive

2014/35/EU Low Voltage Directive

Lifting Operations and Lifting Equipment Regulations 1998

Contact Penny Hydraulics if a different system specification is required.
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Twin Rope Electric Winch System _m

Wired remote control technical specifications

3m(9'107)

IP65

Polycarbonate

BT 2 - Hold to run
I 106 x 68 x 53 mm (4.2” x 2.7” x 2.17)
I 0.4 kg (0.9 Ibs)

68
(2.68")

1365
(5.37")
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T

Wireless radio remote system technical specifications

(must be specified as optional extra)

Progrip handset

CLAWTESTOTC\VA 4.5 V (3x AA Batteries)
G Ta"A 433.05-434.79 MHz
GIEOLGEN Internal
CENY(M Up to 100 m (328’)

Protection class I
Housing material AN
2 — Hold to run (with Enable)
160 x 78 x 35 mm (6.2” x 3” x 1.4”)
240 g (8.5 0z)

78 (3.1“)

nooeL: PROGRIP10
FREQUENCY: 433,06-434.70MHZ

155 (6.1“)

Penny Hydraulics
TR

PH_RL_TD_002

Ultrabeam DC4 receiver

LAVVT VT )\ 12-28 VDC

AL 433.05-434.79 MHz
Wl External
Protection class RIS

ABS (UL94-HB)

T 145 x 91 x 55 mm (5.7” x 3.5” x 2.2”)

4x clearance holes for M4 bolts/4mm screws
10 A at 24 VDC / 250 VAC

145 (5.7%)

T N5

f; uitrabeam”
S | Model FaTs 7]

2 | G Frea = myvumz o @ G
5 :.‘_; QO

O = c E el ©

- Ok

55 (2.2")‘
L
J
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